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Product Code Voltage Wattage Color Temperature Lumens Length

ALED-LL3-ADJ-12 12V DC (or 24V DC) 5.6W WW 2700K / 3000K / 4000K / CW 5000K 200 12” (30cm)

ALED-LL3-ADJ-24 12V DC (or 24V DC) 5.6W WW 2700K / 3000K / 4000K / CW 5000K 380 24” (60cm)

ALED-LL3-ADJ-36 12V DC (or 24V DC) 8.4W WW 2700K / 3000K / 4000K / CW 5000K 590 36” (90cm)

Chrome

FinishFeatures 
› SMD LED Chip Technology 

› Simple installation & easy operation  

› Connects seamlessly together 

› Aluminum housing includes x2 PC flat mounting clips 

› Hardwire drivers available (sold separately) 

› Dimmable 

› Can be packaged with accessories or separate

Applications  Task / Under cabinet / Display /  
                               Back bar displays

Dimensions

Accessories

x2 flat mounting clips included

Flat Mounting Clips Rotating Swivel Clips Jumper Cable Power Feed

ALED-LL3-FC2 ALED-LL3-SC2 ALED-LL3-JC ALED-LL3-PF

Custom Lengths and Wire Systems Available  |  Dimmable  |   3 Year Warranty

New

LINKABLE MINI LED LINEAR LIGHT

5/8”
(16mm)

12”  (305mm) / 24” (600mm) / 36” (900mm)

H5/16”
(8mm)

Linkable connection 
Only 16mm wide

RoHS
Compliant


